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“JPEG XL” is a new still image coding standard established in “ISO/IEC 18181” in 2022/1.

Our Products “KJN-XL1_ENC”

Compact JPEG XL encoder

supports high compression and high quality (HDR) that JPEG cannot be achieved.

Features of the JPEG XL

◼ Compared to existing JPEG, it has higher compression and quality of still images and can reduce storage costs.

◼ Wide color gamut, HDR compatible

◼ JPEG XL is a standard optimized for human perception

◼ Equipped with lossless JPEG transcoding (existing JPEG ⇔ JPEG XL) function

◼ Optimized for responsive web design

◼ Parallel processing enables high-speed compression of continuous images

This new standard that aims to solve some problems of conventional image file formats 
and has the functionality required by modern image file formats.

Advantages for “KJN-XL1_ENC”
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① High compression

Compared to JPEG,
▲35~50％ reduction

and 
keep image quality

②HDR support
    Can be compressed and decompressed without sacrificing reality

・Planning to develop “Decoder”.
・Considering to improve “processing power” and develop a “functionally expanded version”.

Quality JPEG JPEG XL
Compared 

to JPEG

85 10.1% 6.7% ▲33.7%

97 26.3% 15.8% ▲39.9%

100 48.1% 25.2% ▲47.6%

JPEG / JPEG XL Compression ratio comparison

Average value of JIS standard images (16 types of natural images)

Target Image：2560x2048 sRGB 8bit

JPEG logo(CC BY-ND 4.0)

 https://jpeg.org

High compression
And

high quality JPEG standard IP core

We select the functions required for HW IP from the JPEG XL standard

◼ Collaborate with standardization committees to consider HW function selection and calculation accuracy.
◼ Utilizing the experience from JPEG-IP development, the gate size reduced and low-power consumption.
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Applications

Customization

■ Image data transfer unit

■ In-car image system etc.

IP core customization according to customer needs.

■ Processing capacity

■ Reduce Gate count 

■ IP core peripheral circuit design

■ Code stream format

https://www.shikino.co.jp/eng

E-mail : ip_sales@shikino.co.jp

■ Smart phone, digital still camera

■ Broadcast equipment

■ Medical equipment

■ Info input/output system

■ Monitoring system

■ Aerospace image system
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◼ Osaka Design Center

    Shin-Osaka Nishiura Bldg 6F, 7-38, Nishimiyahara 2-chome,  
    Yodogawa-ku, Osaka, 532-0004, Japan

    Phone :+81-6-6150-7730      
    FAX :+81-6-6150-7739

KJN-XL1_ENC Specifications

Item Specifications

Data Rate 1 Sample / CLK

Image Bit Depth
32bit (single-precision floating point)
16bit (half-precision floating point)

Color Format LinearRGB※1

CPU Interface AMBA3 APB

Image and Code Interface AMBA4 AXI(Master)

More compact Encoder   
              than other standards

※2 Gate Size : Based on our research

Gate Size Comparison

※1 Linear RGB with no gamma correction applied.

JPEG2000

Rough Gate Size ※2

HEIF KJN-XL1_ENC
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